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FROM HEA or HEB 200 TO 240 : MARK GROUP 101
FROM HEA or HEB 260 TO 320 : MARK GROUP 102
1| 1| 12 |EARTHING CONNECTION L=900 03LCO0BDGR60 103
1| 1| 11 |EARTHING CONNECTION L=700 03LCO0BDGR60 102
4| 4| 10 |cLamMP ELC 2-4.0
11| 9 |IRON STAS 434-73
m 11| 8 |cLaAMP ELC 9-29-0
2|2 7 | ANGLE FOR EARTHING ANCHORING 03LC00BDG131 102
2| 6 |ANGLE FOR EARTHING ANCHORING 03LC00BDG131 101
2 5 | THREADED ROD Mié6 - 450/100 03LC00BDG141 1611E2
2 | 4 |THREADED ROD Mi6 - 350/100 03LC00BDG141 1611C2
4| 4| 3 |WASHER M6 03LCO0BDG142 16A110
1 2 | COUNTERPLATE FOR EARTHING ANCHORING 03LCO0BDG133 102
1 1 | COUNTERPLATE FOR EARTHING ANCHORING 03LCO00BDG133 101
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g m 3 ITEM DESIGNATION REFERENCE DRAWING | MARK
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—  EARTHING CONDUCTOR ACSR 95/15 213.4
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Proiectat Material:
Desenat 20095 Pag.
Verificat ooy .
Contr.STAS nlocuieste desen nr. :
Aprobat Nr. inventar :
Scarg: FASTENING FOR ANCHORING OF EARTH CONDUCTOR
’ FOR MAST HEA OR HEB 200 TO 240 -
BDG140
DIRECTIA INDUSTRIE Data: ANCORARE CABLU COLECTOR PE STALP H 240




